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DIMENSIONS (mm)

SPECIFICATIONS

4kW/2.5kW V3 (Multi-Voltage)

Identity No.

Max. Power
Input Voltage

Input Current
                     
Frequency
Output Mode

Power Factor
Efficiency
Dimming Control
Fusing
No-load Voltage
Max. Ambient Temp.  
Class / IP Rating
Weight

B042PDK3 (1000Hz, DMX)

B042PNK3 (1000Hz)

4,400VA 
90 - 125V AC
180 - 250V AC
24 - 18A  @ 180 - 250V AC
49 - 35A @ 90 - 125V AC
50Hz or 60Hz
60Hz (Silent)

75Hz (Flicker Free)

1000Hz (High Speed)

0.99 (PFC)

91% (PFC)

55%
100A
360V
50 ºC
1 / IP 22
21.7kg    

B042PDX3 (300Hz, DMX)

B042PNX3 (300Hz)

4,400VA 
90 - 125V AC
180 - 250V AC
24 - 18A  @ 180 - 250V AC
49 - 35A @ 90 - 125V AC
50Hz or 60Hz
60Hz (Silent)

75Hz (Flicker Free)

300Hz (High Speed)

0.99 (PFC)

91% (PFC)

55%
100A
360V
50 ºC
1 / IP 22
21.7kg

(1000Hz) (300Hz)

4kW/2.5kW
(Multi-Voltage)

ELECTRONIC
BALLAST 

ELECTRONIC  BALLAST

FILM GEAR INT. reserves the right to change or alter any of the items detailed on this page, to increase or improve manufacturing techniques without prior notice. @ 20230822

Film Gear USA Group 9528 Rush Street, Suite A South El Monte, CA 91733, U.S.A 1-323-780-8880 joanna@filmgearusa.com
No.7, Cumberland Road, Kowloon Tong, Hong Kong info@filmgear.net(852) 2794 3608 (852) 2794 3662Film Gear (International) Ltd.


