
Flo-Box 2 Bank 4 ft

Lamp Housing without Tubes #
Reflector
Mounting Bracket
Eggcrate
Lamp Connectors Cable

# Requires Fluorescent Tubes

LAMPHEAD CONTENTS

T12 Tube 4 ft (Daylight / Tungsten)

Flo-Box EB 2 Bank 4ft/2ft (AC  or AC/DC)

Lamp to Ballast Extension Cable
Mounting Bracket
Eggcrate
Lamp Connectors Cable
Lithium NCM Battery (30V 14.2Ah  or  30V 28.4Ah)
Double Charger
DC Cable
Transport Case with wheels for Twin Kit

ACCESSORIES

Flo-Box 2 Bank 4 ft

L02048FB
75W x 2
95 - 265V AC
5600K / 3200K
T12 - 48 in. (1200mm)

G13
Mounting Bracket
1
70 ºC
50 ºC
3.4kg

SPECIFICATIONS
Identity No.
Capacity
Voltage
Color Temp.
Tube Type
Lamp Holder
Mounting
Class
Max. Surface Temp.
Max. Ambient Temp.
Weight (Lamphead with Tubes)

PHOTOMETRIC DATA DIMENSIONS (mm)

2 Bank
4 ft

0.5m 1.0m 1.5m 2.0m 2.5m 3.0m

- 1713 887 578 407 294Lux

20
0

75
1300

Flo-Box Electronic Ballast

Capacity 75W / 45W  x  2
Voltage AC 95V - 260V
Voltage DC 22V - 36V

Frequency 50Hz or 60Hz
Class 1, IP Rating 21

Weight 2.4kg
Dimensions 201 x 70 x 214 (mm)

Flo-Ballast 2 BANK
4 ft/2 ft AC/DC

Capacity 75W / 45W  x  2
Voltage AC 95V - 260V

Frequency 50Hz or 60Hz
Class 1, IP Rating 21

Weight 2.2kg
Dimensions 201 x 70 x 194 (mm)

Flo-Ballast
2 BANK 4 ft/2 ftF024PNW1 F024PNM1

FLO-BOX
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